
 

 

 

 

Lube One HD 40 is recommended for the lubrication of gasoline engines for passenger cars, commercial vehicles and farm 

equipment as well as diesel engines for commercial vehicles and contractor equipment. It can also be used in gear and 

hydraulic applications if the builder approves the use of engine oils. 

Key Features: 

• Improved engine cleanliness. 

• Good protection against wear and corrosion. 

• Extended intervals between oil drain. 

• Low oil consumption. 

• Reduced inventory costs for mixed fleet operations 

 

Applications: 

Lube One HD 40 is recommended for the lubrication of gasoline engines for passenger cars, commercial vehicles and 

farm equipment as well as diesel engines for commercial vehicles and contractor equipment. It can also be used in gear 
and hydraulic applications if the builder approves the use of engine oils. 
 

 

 

 

 

 

 

 

 

Technical Data: 

CHARACTERISTICS METHODS UNITS TYPICAL VALUES 

S.A.E. Grade ISO 3675  50 

Density at 15°C ISO 3104 kg/m³ 913 

Kinematic viscosity at 100oC ASTM D 92 mm²/s 19 

Flash Point (COC) ISO 3016 OC >=230 

Pour Point ASTM D 2896 OC <=-6 

BN   40 

 

   Specification / Recommendations: 

 
 

 

 

API-SE/CD  

      


